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51330 ADJUSTABLE LUG NUT
COVER REMOVER
Used When Removing Chrome Lug Nut Caps 
Found on Heavy-Duty Trucks, Trailers and 
Motor Homes. 
Plastic coated jaws prevent tool from slipping off the cap and 
scratching the chrome finish. Two-position, slip joint handle, 
allows the tool to work on small and large caps. Double-dipped 
handles for comfort.
51330 Adjustable Lug Nut Cover Remover. Skin-packed. Shipping wt. 1 lb. 

38410 DEF & FUEL LINE DISCONNECT SET
Low Profile Compact Design Allows Easy 
Access to Hard-To-Reach DEF, Breather Line, 
Coolant Line, and Fuel Line Connectors Found 
on Most Cars, Truck and Heavy-Duty Vehicles. 
1/4" square drive allows use with a breaker bar or extension 
to reach into tight spaces. Kit comes with six sizes. Four sizes 
are used to compress connectors and two are used to spread 
connectors to remove the line.
38410 DEF & Fuel Line Disconnect Set. Skin-packed. Shipping wt. 13 oz.
37470 DEF Disconnect Tool, 7/8" I.D.
37480 DEF Disconnect Tool, 1" I.D.
37490 DEF Disconnect Tool, 1-3/8" I.D.
38320 DEF Disconnect Tool, .810 O.D.
38330 DEF Disconnect Tool, 1.115 O.D.
38340 DEF Disconnect Tool, .918 I.D.
38430 Vinyl Holder for 38410

35100 1/4" PRY BAR WITH STRIKE CAP
Pocket Sized Pry Bar with Many Vehicle 
Applications and Features a Strike Cap. 
For use when removing seals, electrical connectors, O-rings, 
plastic clips, plastic caps, interior trim pieces, metal, and plastic 
retainers. The strike cap in the top of the handle can be tapped 
with a hammer. The 1/4" square shaft pry bar has a pocket clip 
and measures 5" in length.
35100 1/4" Pry Bar with Strike Cap. Skin-packed. Shipping wt. 2 oz.
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10810 INJECTOR RAIL FUEL LINE 
CAP SET, 5 PC.
Caps Used to Block Off the Fuel Rail During 
Fuel Pressure Diagnostics in 2003-2022 
Cummins, 2001-2022 Duramax, 
and 2008-2022 Ford Engines. 
Helps in identification of faulty diesel fuel injectors and used to 
diagnose engine knock sounds. Install the cap on the fuel rail in 
the place of the injection line. When the cylinder with the failed 
injector is capped, the rail pressure will rise and the vehicle will 
start. Set comes with five different caps.
10810 Injector Rail Fuel Line Cap Set, 5 pc. Skin-packed. Shipping wt. 10 oz.

10830 Fuel Rail Cap 1
10840 Fuel Rail Cap 2
10860 Fuel Rail Cap 3
10870 Fuel Rail Cap 4
10880 Fuel Rail Cap 5
10890 Vinyl Holder for 10810

39770 BRAKE SPRING FORK
Easily Removes and Replaces the S-Cam 
Return Spring.
The tip design cradles the return spring to keep it from sliding 
off. Heat treated material and extra-long shaft provides strength 
and stability. Ergonomic handle for comfort. 
39770 Brake Spring Fork. Box. Shipping wt. 1 lb. 9 oz.

#1 FORD 6.4L 2008-2010
#2 FORD 6.7L 2011-2022

CUMMINS 5.9L 2003-2009
DURAMAX 6.6L 2001-2005
DURAMAX 6.6L 2017-2022

#3 CUMMINS 6.7L 2019-2022 
#4 DURAMAX 6.6L 2011-2016
#5 CUMMINS 6.7L 2007-2018

DURAMAX 6.6L 2006-2010


